Ista Tejarat Arasteh Co.
’ Magnet supplier

Exclusive Agent of Lenon Magnet
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Easy To Clean The Hump Iron Remover
Grouped Equipment

Product Selection Guide

Magnetic Separator Equipent Class
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Hanging Electromagnetic Iron Remover Series

Reyd Permanet Magnet Self
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. Hanging Permanet Magnet Series

Hump Type Iron Remover

Magnetic Fram
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Hanging Electromagnetic Iron Remover Series

Plate - Drum

o Automatic Easy To Clen Box Type Iron Remover
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- Pipe Type Metal Separator
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- Bullet Type Iron Remover
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Contact Us
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www.istatejarat.com
info@istatejarat.com

t.me/istatejarat

@istatejarat

Address: No. 22, Mirzayi street, 2th Floor North Taleghani Blvd. Karaj, Iran
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Address:Tehran Province, Tehran, District 6, Western 1st Floor, No. 7.1, Southern Aban St.

, Karimkhan Ave., Tehran - Iran. Azodi Street
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Address: No.5, asaecod Floor ,Deris Commercial Building Rishmak Croos, Shiraz, Iran
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Arsteh Trading Station Company

Ista Tejarat Arasteh Co., registered in 1398, has an official and exclusive representation
of Lennon Magnet Company located in China. Products made of the best magnets are
ready to accept any order of magnets, including shape, size, quality. And so on
We aim for the highest quality, prompt delivery with ancillary service and competitive prices
The main products of this company are

(neodymium) Permanent magnets

(Ferrite) Ceramic magnets

(smCo) Functional magnets
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Factory in China
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Our factoy Localed in NingBo China, The best magnet
originated. Make custom magnet shape, Custom magnet
size , Custom magnet grade and so on. and apply the
custom package.High quality, Fast delivery

. good service and competive price is our purpose
Welcome to our catalog
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China Information Factory

Production Capacity

Factory Information

Factory Size: Below 1,000 square meters
Factory Country/Region:

No.1 Falan Road, Hengjie Industrial Zone. NingBo. Zhejiang PR. China
No. of Production Lines: 4

Contract Manufacturing: Design Service Offered Buyer Label Offered
Annual Output Value:  USS1 Million - US$2.5 Million

NINGBO LENON MAGNET CO., LTD.
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Neodymium
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Block Disk

size: minsize 2°2°1 - max.size 240°100%40 size: min.size 1*1 - max size D240°40
Coating: (NI} (NiCuli) (Zn) Coating: (Ni)(NiCuNi)(Zn]
Magnetazatian: Customized Magnetazatian: customized

grade: nD2s_NDsS _ grade: np2s_npss

temp: 95° Celsius +°_ Per your request . _ y tem p: 95" Celsius +7_ Per your request

Magnetic Properties

o | Hei

T kGs kOe | KA/m kOe
N35 11701220 | 11.7-12.2 2109 | 2955 | >12 | 263-287 | 33-36
N38 12201250 | 12.2-12.5 2113 | =955 | >12 | 287-310 | 36-39
N40 1250-1280 12.5-12.8 =114 =955 | =12 | 302-326 38-41
N42 1280-1320 12.8-13.2 =115 =955 | =12 | 318-342 40-43
Nag 1380-1420 | 13.8-14.2 >116 | =955 | >12 | 366-390 | 46-49
N50 1400-1450 | 14.0-145 >100 | >876 | >11 | 382-406 | 48-51
N52 1430-1480 14.3-14.8 = 10.0 =876 =11 | 398-422 50-53
35M 11701220 | 117-122 >109 | >1114] =14 | 263287 | 33-36
38M 1220-1250 12.2-125 =113 =1114| =14 | 287-310 36-39
a0M 1250-1280 | 125-128 >116 | >1114| >14 | 302-326 | 38-41
42M 1280-1320 | 12.8-13.2 >120 | >1114| =14 | 318-382 | 40-43
48M 1360-1430 | 13.6-14.3 >129 | >1114| >14| 366-390 | 46-49
S50M 1400-1450 14.0-145 =13.0 = 1114| =14 | 382-406 48-51

Grade




Neodymium
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size: Customized size:  minsize D5*1*1 - max.size 0D240°40

: P
Coating:  [Ni) (NiCuNi) (Zn) ' %@W// Coating: (Ni)(NiCuNi)(Zn)
Magnetazatian: customized I Magnetazatian: Customized
-
grade: npas_nDss

b 8
grade: nD2s_nDss " & < :
— j
temp: o5 Celsius +°_ Per your request - \f k temp: 95" Celsius +°_ Per your request
— - S

Magnetic Properties

1130-1170 11.3-11.7 = = 10. = = 247-271
1170-1220 11.7-12.2 = =10. = = 263-287
1220-1250 12.2-12.5 = =11. = = 287-310
1250-1280 12.5-12.8 = =11. = = 302-326
1280-1320 12.8-13.2 =12, = = 318-342
1300-1360 13.0-136 = =12. = = 326-358
1370-1430 137-143 = =12, = = 366-390
1080-1130 10.8-11.3 223-247
1130-1170 11.3-11.7 247-271
1170-1220 11.7-12.2 = =1 = = 263-287
1220-1250 12.2-125 = =11. = = 287-310
1240-1280 12.5-12.8 = =11, = = 302-326
1280-1320 12.8-13.2 = =12. = = 318-342
1320-1380 13.2-13.8 = =12. = = 342-366
1020-1080 10.2-10.8 = =9, = =2 207-231




Neodymium
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Cylinder Spherical

size: Customized size: minsize Tmm max.size customized

Coating: (i) (NiCuli] (Zn) Coating: (NiJ(NiCuNi)(Zn)
Magnetazatian: Customized Magnetazatian: customized

grade: np2s_npss grade: npas_nDss

temp: o5 Celsius +°_ Per your request * \“"' %(g: ,l} temp: 957 Celsius +° Peryour request

Magnetic Properties

mT kGs kOe kA/m kOe

(BH)
kA/m Kj/m?

1080-1130 10.8-11.3 223-247
1130-1170 113-11.7 247-271
1180-1220 11.8-12.2 263-287
1220-1250 122-125 287-310
1250-1280 12.5-12.8 302-326
1040-1090 10.4.10.9 207-231
1080-1130 10.8-11.3 223-247
1130-1170 11.3-11.7 247-271
1170-1220 11.7-12.2 263-287
1220-1250 12.2-12.5 287-310
1040-1090 10.4-10.9 207-231
1000-1130 10.8-11.3 223-247
1130-1170 11.3-11.7 247-271







Ferrite
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Block Disk
size: Customized size:  minsize 1*1 - maxsize 240%40

Coating: [Ferrite) none H Q Coating: (Ferrite) none
Magnetazatian: customized Magnetazatian: customized
grade: vy _vss_vse grade: yso_vis v

tem p: 220° Celsius +°_ Per your request ’ .. tem P: 2200 Celsius +° Per your requast

Magnetic Properties

: : Ar Intrinsic Maximum Maximum
Goudsmit Grade = Magnet field Remanence Normal coercivity 3k i
code orientation Br HcB coercivity energy product operating
Hcl (BH)max temperature
minimum typical minimum typical minimum minimum typical T max
value value value value value value value
(mT] [mT] [kA/m] [kA/m] [kA/m] [kl/m?] [kJ/m?] [°c]
F10 isotropic 210 240 127 159 211 6,4 9,5 225
F25 anisotropic 380 400 143 175 147 25 29 225
F30 anisotropic 390 410 175 207 179 27 31 225
F33 anisotropic 390 410 239 271 243 27 31 225
F34 anisotropic 370 390 263 251 307 28,7 30,3 225
F40 anisotropic 3590 410 271 285 307 28 32 225
F42 anisotropic 415 435 215 239 219 30 33 225
F44 anisotropic 430 450 247 271 251 33 36 225
F45 anisotropic 440 460 318 350 347 36,6 39,8 225
F47 anisotropic 460 470 328 340 368 41,5 43,1 225
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Size: minsize D5*1*1 - max.size OD240°40
Coating: (Ferrite) none
Magnetazatian: customized

grade: vio_vis_vis

tem Pr 2207 Celsius +* _ Per your request

Magnetic Properties

Remanence
Br

Goudsmit Grade
code

Magnet field
orientation

minimum
value

typical
value

B £

o)

(sl 36) OD YF-%F - JIDO 21
b
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Y30 _Y35_Y3s
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Ring

size: min.size D5*1*1 - max.size OD240%40
Coating: (Ferrite} none
Magnetazatian: Customized
grade: vy _vis_vas

tem P 220° Celsius +° Per your request

Intrinsic Maximum Maximum

Normal coercivity

minimum
value

HcB

energy product
(BH)max

operating
temperature

coercivity
Hel
minimum
value

minimum typical

value

typical

value value

[mT] [mT]

[kA/m]

[kA/m] [kA/m] [kl/m’] [ki/m?]

isotropic 210 240

127

159 211 6,4 9,5

anisotropic 380 400

143

175 147 25 29

anisotropic 390 410

175

207 179 27 31

anisotropic 390 410

239

271 243 27 31

anisotropic 370 390

263

291 307

anisotropic 390 410

271

295 307 28 32

anisotropic 415 435

215

239 219 30 33

anisotropic 430 450

247

271 251 33 36

anisotropic 440 460

318

350 347

anisotropic 460 470

328

340 368




(AINiCo Magnets)

sl slaby yial

2983 p33) . Jbl (oo posilis 9 s Dle oo polic ylaw 5 SIS ¢ YK ¢ pontaaglT Julids oSl slals pinT ey

Slows Bl 31 5 0551510 Pothe (usblie 5 (Sl olps U ol il (JsSUge JUslow 035 phie (512 ;35 LLS )3 puolic ol

203 (oo QLIS 393 31 1y (rglbie 3,Shas a (He) Spduse ucly 457« 33)l5 Gimly 3,515 Bmme slod Gl Jlie 53 23U Juoni b Lyl gg5 gl . 153lw gal $(7)
CalgdT 039 1513 529 b . 485 OLid 395 51 b Juablie (63 Jalie 53 (63b ) Caglie SLIT (a Br sudyi 5551 ¢ camslin punsbliia(Br) guusblita Canglio J
YU led Canglia o gunsblie 3 ,SKhos 03,5 disgs J4ie 0352 Guly LS & 45 25515 (punblide (gla ST Jlow b duslie )3 (oS He Sz 51 bjial g ol
3,5 9L (gled Cuaglie ¢ guusblide 5,Shee 03,5 At (2 Led Y lod Canglia ( uabliie 3 )Shas 93,5 ding

Intrinsic Masdinium

Max.,
i Coercive Eneray
Induction Fore Force Product Operating
Dura B, H H (BH) Temp.*
Magnet i o
e | | I |
Nominal Nominal Minimum Nominal Nominal
k-Gauss = Tesla k-Dersted  ka/m  k-Oersted ka/m MGOe kI/m3 °c °F
b | R || F ol 48 30 s0 | s0 40 500°C | 930
;;‘"‘" 122 | 12 650 s2 860 53 55 44 | S00°C | 930%F
;:‘“’ S| 225 |a2s 690 =5 700 % | 65 s2 | 500°C | 930%F
Sintered Alnico - Available Grades
Alnico
ks 130 | 13 700 % 740 58 7.5 80 | 525°C | GEOF o o Itrinsc M;::;n;:n i
i | 1 | | | | Indusction Force Fage Product Operating
Alnico Dura B, H H_ B Temp.*
sty 70 | 07 1,750 139 1,750 139 45 3% | 55 | 9E0F Menct ' _ ¢ | i M
G
| | | | I 1 I | | | " Nominal Mominal Minimum Nominal Mominal
Alnico®8 82 082 1,500 19 1,600 127 | S0 40| SIS | 9EOF 3 | | ] |
T T T T T 1 T T T 1 k-Gauss Tesla | k-Dersted ka/m k-Oersted ka/m MGOe ki3/m3 e F
88 083 1,500 19 1,650 131 S5 44 | 525 | G80F
88 ! alnicoz | 7 o 0. 40 540 4 15 12| 450°C | sd0oF
::“D a0 0.9 1,380 110 1,440 115 75 &0 525°C | 980°F Alnico 5 1o 1.1 600 48 £00 43 .25 34 A50°C | 8404F
I I | | | | | | [ | | Alni s. 88 .o.aa. 1,530 . 121 . 1.600 . 127 .5.25 . a2 .1su=c.54w=
Alico® 105 | 105 1,410 112 1750 139 | 90 72 | s25°C | o80°F =




(SmCo Magnets)
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Samarium Cobalt (1-5)

Residual Coercive Ic" tnnsicle "Ea:é"r;"vm
Indt:;ction ro“!::e F Prodiict Samarium Cobalt Magnets - Physical Properties
Dura ¥ Ha (BH)max Max. Property Units | Values SmCo (1-5)  Values Smo (2-17)
Magnet | | Working
* Vickers Hardness Hv 450 - 550 500 - 600
Graie Range Minimum Minimum Range Yo
Densty gl 83 B
k-Gauss Tesla k-Oersted kA/m k-Oersted kA/m MGOe klfm3 Curie Tarmg Te ac 700-750 B0 - 850
SC-1615 | 7.78.6  0.77-0.86  7.7-8.3 | 613-664 15 1,194 | 1518 | 120-143 | 2s0°c | “mTT | % s il
Specfic Resstance wrCm 53 BE
SC1819 | 8389 | 0.830.89 8086 | 640688 19 | LS50 | 1719 | 136152 | 250C | guggsnengs g | tasd T
S5C-2019 8.7-9.3 0.87-0.93 8.38.9 664-712 19 1,520 19-21 136-168 250°C Cairpresive Srength tmem? | 10 10° ax10%
I 1 I | I I Thermal Expension Pasaliel (1) to Onentation (M) =t Gx10f 8x10°%
SC-2219 9.29.8  0.92-0.98 8.6-9.4 688-755 16 1,280 @ 21-23 | 168-184 250°C
Thermal Expansion Perpendicular (L) to Onentation [M) =t 13x10% 11 x10#
SC-2416 9.7-10.3  0.97-1.03 9.1-9.9 728-792 16 1,280 | 23-25 184-200 250°C Young's Madukis Il mert 1.6% 104 1.2 %10

Reversible Temperature Coefficent for Br (a)

Induction Br (a) SmCo 1-5 Induction Br (a) SmCo 2-17
I;I;I;Deram Range (%)/°C (%)/°C
-100°C to 20°C -0.045% -0.030%
20°C to 100°C -0.045% -0.030%
100°C to 200°C -0.050% 40.035%

o=488r/AT™*100 (Br @ 20°C) [AT = Relevant ranges lsted above.]

G




Magnet properties

= st Wit B Ho | BHma Te
T WJim3_|_MGOe m (kAm) | (kJIm?)
1180-1230 263287 | 3336 I

(°F)
| NdzFe4B (sintered) 10-14 | 750-2000 | 200-440 530-752
| NdFeq4B (bonded) 06-0.7 | 600-1200 | 60-100 590-752

1220-1280 287-310 | 36-38

1260-1310 302-326 | 3841 |
T T | smCos (sintered) 0811 | 600-2000 | 120-200 1328

T s | e | sm(Co, Fe, Cu, Zr)y (sintered) | 0.9-1.15 | 4501300 | 150-240 1472

1380-1420 358-390 | 45-48 |anca (sintered) 0.6-1.4 | 275 10-88 1292-1580

1390-1450 374-408 | Sr-ferrite (sintered) 0.2-0.78 | 100-300 | 10-40 842

1420-1480 300-422
11801220 25287 Property Neodymium Sm-Co
= ety Remanence (teslas) 1-1.5 0.8-1.16

Coercivity (MA/m 0.875-2.79 0.493-2.79
1280-1340 318-342 —tx ( )

e T Relative permeability 1.05 1.05-1.1
1360-1420 366-300 Temperature coefficient of remanence (%/K) | -0.09..-0.12 -0.03..-0.05

1260-1310 302-326

1180-1230 263-287 Temperature coefficient of coercivity (%/K) -0.40..-0.65 -0.15..-0.30

J2a01<m 210 Curie temperature (°C) 310-370 700-850
1280-1310 ' 302-326

Density (g/cm®) 7377 8.2-85

1280-1340| 9 318-342

Ty " AR CTE, magnetizing direction (1/K) (3-4)x1078 (5-9)x1078

1360-1420 - | 2 266-290 (1-3)x1078 (10-13)=x1078
1140-1120 i 247-270 Flexural strength (N/mm?) 200-400 150-180

1180-1230| < 263-287

Compressive strength (N/mm?) 1000-1100 800-1000

1220-1280 : 287-310

Tensile strength (N/mm?2) 80-90 35-40

1260-1310] 302-328
1280-1340| : 318-342 500-650 400-650

13301300 342-366 | Electrical resistivity (Q-cm) (110-170)%1078 | (50-90)x1078
1030-1090 207-231

Production Process Flow Chart

1080-1140| 223-247

. =
1130-1170 8 247-263
1180-1220 3 283-287

1220-1270| 287-310

1030-1090| 207-231

1080-1130| 223247

1130-1170) 247-263

1180-1220! 263-287




The Magnetic Performance Residual Induction Br Confrast
Chart for Permanent Magnetic Material
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Magnetic field analysis in a permanent magnetic motor

Magnetic Flux Density
Contour Plot:T
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Maximum:2.800E+00
Minimum:1.444E-04

The Magnetic Performance Max Energy Product (BH) max
Contrast Chart for Permanent Maanetic Material
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Magnetic Flux Density
Contour Plot:T
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Magnetic Properties ASSEMBLY

1.Motor Assembly

Besides the permanent magnets, we are capable of producing different assembly parts for your specific needs,
such as motor housing assembly, high speed rotor & multiple step motor rotor electrical components etc.

2507350 15725 | 1807320 | 2.0-40

330430 21723 | 3a05aD | ases | 28~ | ngh Speed rotor
N Al ]RSO | 2GR | SN0 | GeRE

30530 1742 | @m0 | e |
I 480580 37~a7 EA0-800 | !B"’!OOI
1 E.ZD'EIZD 3a0-4 ﬂ.!‘s..l 570'556 | &5":1 |

570670 4555 | enoEsp | msu

250350 1528 | w30 | 20ma0

3dr < LS P | aeas-
: 380~480 .1.7"3..7 i mﬂ : 5578 :
el | vl | peas |

Calendering/Extrusion Moulding

1

o LRDNI
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Sinusoidal Magneh’zau’on (5 pO|E'S] Muli-poles magnetised an surface Skew magnetised

J .
/

i

4y

Methods of Magnetization

0
Angle (deg)

Example of Magnetization

Rodial magnetised 6 poles 12 poles magnetised on 1D Axial Diametrical Diametrical

s « @ @

Axial Lateral Multi-Poles Radial Radial

Diametrical Diametrical Axial Segmental
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Magnetic Tools

Magnetic Anti Scale
Magnetic Sheet




Magnetic Sheet
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magnetic lift:

magnetic grid:

magnetic bar:

gauss mashin:

Magnetic Tools

Ir.....b_ H9) JU‘!‘

min.125 Kg to max.2000 Kg Fitco & Techno Magnet italy Wl cifopiG 5 K08 Ly Yoo p SS BAYO p S0l quabliin i)

Lenght and width customized S pidin gl b 4250 5 s ¢ ublida 0 ey
min.7000 Gauss to 11000 Gauss Lenghtand width customized s,z ybjliw Gub b3 g Jgb V- -+ Gauss )y - .- GAUSS + puublits dlia

Model BST200 & BST200H w3 BST200 & BST200H Jis « (guusblite olius phoriw ol8iws
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Demagnetizing Fleld H Demagnetizing Field H (kOe)
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Magnetic Bar

Magnetic Bar ilus sdyi 9 o=k BB ilizee sl jalo )3 45 oud disle O s 3)90 9 (6 ke il 41 Ly guublite Olage Sads glgil b quublits sla alis

The magnetic rod is made of high quality stainless steel tube and rare earth alloy NdFeB, and is rol= dl> sl e g )l ol sl 23 9 4ibls 5 )5 ilizka t!u*" 23 (gablis dlue

made by special preduction method. It can be combined on a helder to form a magnetic filter. When wles g u"'ekh‘ PEY UI}&" g o5lizul 3500 s Ly ( Sse'ﬂ i .;.jl_._f H!)L'L" sy ng,:j)
the iron-containing substance passes, it is attracted by the i-force bar, and the iron-containing sub-

stance is firmly adsorbed on the pipe wall of the magnetic bar to ensure the integrity of the equip- g 690 2 Gl O3 §3luliz Cazr uablin alen.dgd (or 03l U5 3590 )15 Buns
ment and the safety of the product. Aoyl g Mgl (oa 0olitul i g i dlge 5 9ee sla JULS L g 2 Sipd puns o b g o Wi

wla alee 51 u'.i.i.u!.th@&ﬁgﬂbﬁshw;é-hd&&hu&ﬂﬁgﬂ
Upame Coisf fuliil 3 00 il 0l Kon 9 30y S8 ok sl il 0,y 300 41 Wy oA guiblia

Factors Affecting Magnetic Force
3l ol jen 4 1y ol

The magnetic force on the surface of a magnetic bar is usually related to three factors:

1. Magnetic field line density of magnet surface. sl Ol ;5 cual g 2 lb 4 Olgies bl 0,2t sla (S 3 5l

2. Magnetic field gradient 3,5 0 Ll Soglite 6la yuuns 9 Lilisia
3. Adsorbed metal foreign particles are heavy S

K3 3l is,bl 9 Gt 4 Sl 09 9 caliske bIE 4 JUESH oyl 5 05 039
Al ol "_a' sla u;j.u

U jlows pucblite Olice

e 3 ST O3 gjlulax

b il Shobo dd Juiwl iy

Regular Specifications
Magnetic

Working Temperature(°C)
strength g i (€)

Steel tube
outside 4000GS 5000GS  6000GS  7000GS5 8000GS 10000GS 11000GS 12000GS
diameter

©6(0.24") 180 | - | - | - - | - [ - 1 -
@s0s1) | a8€ | - | - | - | - | - | - | -
©9(0.35") 10 | - | - | - = | = | = |
Piles9) | &€ L -~ | - | = | = ] = L = | -
©12(047") | 18C | 18C | - | - - - -
o16(063") | 18c | 180C | 18OC | - | - | - | - | -
©19(0.75") = 180C | 180C | 180C | 180C - - 1 -1 -
®20.3(0.80") 180C = 180C | 180C | 180C = - | _
©22(0.85") = 180C | 18 | 180C | 18C  18&C - | - | -

®25(1.00") = 180C | 180C | 180C | 180C  180C  180C | 180C | 180C
®32(125")  180C  180C  180C | 180C  180C  180C | 180C | 180C
©38(1.50")  180C | 180C | 180C | 180C  180C 180C | 180C | 180C
©50(1.75") ~ 180C | 180C | 180C | 180C  180C  180C | 180C | 180C
©63(2.48")  180C | 180C | 180C | 180C = 180C | 180C | 180C | 180C
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Magnetic Grid
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Magnetic frame height h R L Number of magnets Round Magneﬂc Grate
1 40 2
@100
2 80 3 FL
®150 s 40 - ' I s c'_}"? (oL &,
2 80 5 oo [V 2
1 40 4 =& L) L
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250 ! 30 > )
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Magnetic Anti Scale
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Magnetic Anti Scale

Magnetic anti-fouling device by changing the natural
properties of water-soluble calcium carbonate and
Magnetic anti-fouling device by changing the natural
properties of water-soluble calcium carbonate and
magnesium (water hardness) and changing the
natural properties of water-soluble calcium carbonate

and magnesium (water hardness) and changing the

crystal structure of calcium carbonate (CaC03)
from magnesite to Dolomite causes these compounds to tend

to remain soluble in water and not adhere to the surfaces of pipes and equipment.
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Magnetic Toy




Magnetic Toy
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Magnetic Toy

esblids 55l Sl
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Magnetic toy

Magnetic toy is one of the types of toys that have received a lot of attention today
The magnetic toy has the ability to occupy the mind for hours and help to improve
their level of understanding and 1Q.




Magnetic Toy

magnetic holding
Patent poleless magnet
material 360 degree adsorb

Bright color

Easy to attract kids'
interesting

Magnetic Block (lI2pes) Magnetic Block (28pes)

® ltem Code : BLO0OS ® ltem Code : BLOOO

® Package Size : 345°230"180mm o Pacinas e S e

® Material : ABS Plastic + patent ’ ® Material : ABS Plastic + patent
poleless magnet Vo s 3 y poleless magnet

® Includes : 112blocks - 28 ® Includes :28 blocks
1 plastic case L 1 user manual
1 gift box




Magnetic Toy

\g Light-weighted e
| Light-weighted,would not i
.._r.‘"’ hurt kids

| Eco-friendly material,
//  non-toxic

Magnetic Block with Printing (3pcs & 4pcs) Magnetic Block (14pecs)

—

® ltem Code : BLOOOS/BLOOOT
® Package Size : 100"200mm/120*200mm @ tem Code - BLOOD2

® Material : ABS Plastic + patent Py ® Package Size : 250*187*38mm
poleless magnet — 1

® includes : 3 or 4 blocks N ~< i ® Malora ; ABS Plastic + patent

1 cardboard
PR 1 =_U ® Includes : 14 blocks
1 gift box




Magnetic Toy

Sticky Block (28pcs)

® Package Size : 312"192"45mm

® Material : EVA+silicone

@ Includes : 28 blocks
1 mesh bag

Ld Item Code BLOOOB
L] Package Slze 120"200mm

® Material : EVA+silicone

@ Includes : 4 biocks
1 cardboard package




Magnetic Toy

Magnetic Dress-up Doll

® ltem Code : MB0024

® Package Size : 265"200°50mm

® Material : Rubber Magnet+cardboard+
coated paper

® Includes : 2 in 1 storage box
1 magnetic game board
1 example card (8 style)
67 magnetic pieces

+ Patent sliding
style design
makes it more conventient to fix
game board when open,comform
to the viewing angle of ergonomics




Magnetic Toy

m ﬁ Magnetic game board
r v

e Box with h
--------------- *Box with handle, i basy o take
easy to v

® ltem Code : MB0012 ® Package Size : 230"183°40mm

® Material : Rubbe t+cardboard+
® Package Size : 230°183*40mm . e

@ Material : Rubber Magnet+cardboard+ B ® Includes -2 in 1 storage box
coated paper = B Magnetic game board
Lo cony BT BT AL I e oy sy % x | 1 magnetic marker
sai 3 & 26pcs animal cards
@ Includes : 2 in 1 storage box : y 51pcs magnetic letters
Magnetic game board S - s . 4 EVA magnet for options
Scards 10 examples 3 s 4
71 magnetic pieces
EVA magnet for options

Make A Face

*Box with handle, : Box with handl Magnetic game board
easy to take Magnetic gams board — easy to take v

Exam&le card —— e =4 E.uam;ile card

® W

@ ltem Code : MBOO13

® Package Size : 230'183'40mm ® Package Size : 230*183*40mm

® Material - Rubber M Ak . . i ® Material : Rubber M b
3 T Magnet+ = coated paper
coated paper

- g £ ® includes : 2 in 1 storage box
® Includes : 2 in 1 storage box 4 > - Magnetic game board
Magnetic game board £y s g 3cards 6 examples
7 example cards " - y 42 magnelic pieces
69 magnefic pieces ~ EVA magnet for options
EVA magnet for options




Magnetic Toy

Decorate My House Magnetic game board

- —em— <Magnet
@ ltem Code : MB0020 S -

® Package Size : 265*200*50mm

@ Material : Rubber Magnet+Colored EVA
+coated paper

® Includes : 2 in 1 storage box
1 Magnetic game board
3 ferrous playscene sheets
40 foam magnetic pieces A )
cardboard magnet for options Patent ferrous material, easy to

stick on the game board

® ltem Code : MBOOD!

® Package Size : 265*200°50mm

® Maierial : Rubber Magnet+Colored EVA
+coated paper

® includes : 2 in 1 storage box -t ®
Magnetic game board
75 foam magnetic pieces

& example cards -
cardboard magnet for options ’;b;.-. 3




Magnetic

Code : MB0021
® Package Size : 265°200°50mm

® Material : Rubber Magnet+Colored EVA
+coated paper

@ Includes -2 in 1 storage box
Magnetic game board
80 example cards
85 magnetic pieces
Cardboard magnet for options

Magnetic eame board

® ltem Code : MBOOD3

® Package Size : 265"200"50mm

® Material : Rubber Magnet+Colored EVA
+coated paper

@ Includes : 2 in 1 storage box
Magnetic game board
16 knowledge cards
23 foam magnetic pieces
Cardboard magnet for options

Magnetic Toy

Magnetic game board
v

® Item Code : MB00OO4

® Package Size : 265°200*50mm

® Material - Rubber Magnet+Colored
EVA+coated paper
@ includes : 2 in 1 storage box
Magnetic game board
50 foam magnetic pieces
15 example cards
dboard for options

Magnetic game board
¥

@ item Code : MBO0002 -
® Package Size : 265°200*50mm

® Material - Rubber Magnet+Colored EVA
+coated paper

@ Includes : 2 in 1 storage box
Magnetic game board
70 foam magnetic pieces
e f s

L L

S




Prince And Princess

@ Item Code : MBO0OO7

® Package Size : 265*200*50mm

® Material : Rubber Magnet+cardboard
+coated paper

Magnetic Toy

1 Want To Be . . .

<Magnetic game
board

® Includes -2 in 1 starage box
1

ploces
Cardboard magned for eptions

@ Includes : 2 in 1 storage box
Magnetic game board
23 foam magnetic pieces
cardboard magnet for options

Magnetic game board
v

coated paper

* 2 n 1 storage box
Magnatic game board
66 foam

PABGRENC fieces
‘Cardboard magnat for options

® ltem Code : MBOO17

® Package Size : 265*200"50mm

® Material : Rubber Magnet+Colored EVA
+coated paper

® Includes : 2 in 1 storage box
1 Magnetic game board
30 picture-matching cards
60 foam magnetic pieces
cardboard magnet for options




Magnetic Toy

Fruits & Vegetables

® ftem Code : MB0OO19

® Package Size : 265°200*50mm

® Material : Rubber Magnet+Colored EVA
+coated paper

® Includes : 2 in 1 storage box
Magnetic game board
40 vacabulary cards
80 foam magnetic pieces
Cardboard .

Magnetic game board
A

o~
a

@ [tem Code : MBOOOG

® Package Size : 265*200"50mm

® Material : Rubber Magnet+Colored EVA+
coated paper

® Includes : 2 in 1 storage box
Magnetic game board
30 picture-matching cards
35 foam magnetic pieces Example »
cardboard magnet for options card




Magnetic Sudoku (My Family)

® ltem Code : MB0023

® Package Size : 230"230"35mm

® Material : Rubber magnet + cardboard
+ coated paper

® Includes : 1 pizza box
1 game board
32 magnetic pieces
6pcs 4*4 game grid
3 play scene sheets
1 answer sheet

Put the game grid on the
game board

Put the magnetic pieces on
the grid according to the
clue of the game board

Every row and every column
with one family and can
not repeat

Magnetic Toy

Magnetic Dress up Doll (Animal)

@ llom CO0E: 000030 e
#® Package Size : 67°65°27Tmm

® Material : Rubber magnet + cardboard +
coated paper + Film i

® Includes : 2 in 1 storage box i
2 animal model
44 magnetic pieces

Magnetic play board

6

A
Magnetic play pieces




Magnetic Toy

Make A Face
—

® ltem Code : MPO0O0E

® Package Size : 400°225mm ) @ ltem Code : MPOOS

@ Material : rubber magnet+coated paper - ; W ® Package Size : 180°250mm

@ Includes : 1 magnetic game board ; ® Material : Rubber magnet+coated paper
57*mannetic pi s e s ey g

f e ® includes : 1 magnetic game board -« Magnetic pieces
12 magnetic pieces

Magnetic game board
¥

Prince And Princess T _—_

® |tem Code : MPO0O7

® Package Size : 350°455mm

® Matenal ;| Rubber magnet+coated paper

® Includes : 1 magnetic game board

i 2
13 magnetic pieces Magnetic pieces

6




Magnetic Toy

Vertical Magnetic Marble Run

Magnetic Marble Run

=8 Merit Award

o HE Toys & Baby Praducts Awards 2018

® ltem Code : MB0OO11

® Package Size : 370"280"60mm

@ Material : Rubber magnet + Colored EVA + Film

® Includes : 13 tracks ® item Code : MBOD22

3 obstacles i - F ® Package Size : 203°262*60MM
4 arrows i o |

3 rolling balls

1 magnetic board
9 questions cards ® Includes : 13 tracks

1 reference answer card 4 marble run
10 magnetic cards

® Material : Rubber Magnet+Colored EVA
+Film

13 tracks 3 obstacles 4 arrows 3 rolling balls 9
(82°41mm/ (41*41mm) (28*25mm)*4 (®14mm) board cards answer card
41*41mm) (286*°245mm)*1  (B7*62mm)'9 (210°297mm)

S
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Magnetic Separators




Easy To Clean The Hump Iron Remover

Compared with the easy-to-clean box grid, the manual control device is used to automatically
remove the iron without manual pulling. When cleaning the iron, the number of the magnetic rods
can be used to determine whether the production line needs to be stopped.

Features and Advantages

1.All stainless steel cabinet

2.Uniquely designed unloading iron and iron remaval device

3.Single and multi-layer grids can be designed according to user needs
4.Automatic unloading of iron through remoate control of the circuit

5 NEMA12 standard button controller

6.Adapters with upper and lower connectors according to user reguirements

Optional Dosing

1.A variety of field strength and temperature resistance levels are available

2.Surface treatment can be sandblasted or polished

Easy To Clean Rotating Grille

The easy-to-clean rotary grille is suitable for removing miscellaneous iron from bonded and easily
blocked materials in the case of poor on-site environment. The rotating magnetic system continu-
ously contacts the iron in the material and firmly adsorbs it, and can disperse the easily bonded or
agglomerated matenals to prevent the matenal from bridging or blocking the pipeline,

Easy to clean the rotating grille through the stainless steel sleeve on the surface of the magnet, the
magnet can be quickly separated from the miscellaneous iron for fast unloading.

Features and Advantages

1.Stainless steel cabinet

2.Special casing design ensures simple and efficient iron removal.
3.The contact area of the material and the surface of the magnetic rod
can be increased by adding a guide plate to enhance the iron removal
effect.

4 Easy to clean, maintenance free

Processing Materials
Gypsum, barium carbonate, bleaching earth, talc, flour, candy, and fiber materials.

Application Industry

Chemical and pharmaceutical industries, flour processing industry, mineral processing industry,
production milling industry.

Regular Specifications

Pipe Diameter ( mm)

GHREN0200 150 . 6 ! 4 ! B
GHREN0300 250 8 | 22 | 22
GHREN0300 250 12 | 14 | 14

Regular Specifications

Square Box Size (TM1) Easy F'g»avpzﬂgwf(i:g}i?diing
GHXAEN0250 | 250 _ 40
GHXAEN0350 350 _ 60
G_H )(AE_ND#IOD | 400 90

Import and export sizes and specifications can be customized according to customer requirements.

Poor Fluid Handling
Capacity (m3/h)

22
30
45
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KGLA Series Rectifier Control Box

KGLA series rectifier control equipment is a small and medium-sized rectifier control cabinet
designed by our company for electromagnetic, permanent magnet self-unloading and
other magnetic equipment. It is divided into centralized control and non-collection control,
which is suitable for low control requirements. Occasionally, it has the characteristics of wide
adaptability, cost, and easy operation.

Schematic Diagram

Regular Specifications

Capacity kw
KGLA-20/500 =12
KGLA-20A/500V =15
=15
KGLA-30A/500V
z15
=15
KGLA-30/500
=15

Input Voltage V

AC220

AC2200r 380

AC2200r 380

AC2200r 380

AC380

AC380

Dimensions mm
LxWixH

372x270x185

445x280x215

445 % 280 x 340

445 x 280 x 340

445 x 280 x 340

445 x 280 x 340

S

Weight kg
=15

525

<25

=25

=95

=85

Applicable Iron
Remover

RCDE/RCDB

RCDA

RCYD(CYRCYG

RCYD(CYRCYG

RCDA(B/D/EF)

RCDA(B/D/EF)

Remarks

No car

No car

Conventional, no trolley,
can be manually
controlled on site

Centralized control, no
car, manual control on
site, remote control,

Conventional, on-site
manual control

Centralized control, no
car, manual control on
site, remote contrel.



Metal Filter Equipment

RAP type pipeline metal separator is mainly used for detecting loose granular materials (particles <8mm) in
gravity self-flow mode. It can be used in plastics industry, food industry, chemical industry, etc.

Working Principle

The raw material passes through the pipeline metal detector in the form of falling, and when the metal is
detected, the separation baffle is started immediately, and the raw material containing the metal particles is
quickly removed from the separation port. After the elimination, the normal cutting action is resumed, and the
metal is repeated after detecting the metal.

Application Features

The collection detection coil, controller, and separation device are integrated into one body, which is easy to
install and use. Quick culling through active piracy minimizes material loss. The mounting height is small for
easy integration. Stainless steel reject mechanism, 180° rotation, easy to discharge waste.

Detecting Material Characteristics
dry, good fluidity, no long fiber, particle R inch is less than 8mm.Less than 80 ° C

Schematic Diagram
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Regular Specifications

PRODUCT
SELECTION GUIDE

Complete Supply Range.

1+ Host: iron remaover.
2, Auxiliary machine: control cabinet, hanging device, walking device, discarded iron box, cable,

Product Quality Assurance.

1. RCY permanent magnet and RCD electromagnetic two major types of iron remover, passed the 1509001
certification, and been audited and registered by China Import and Export Corporation Crystal Inspection
Corporation Quality Certification Center, and supervised,

2. The company has established a five-quarantee system (design, production, quality inspection, delivery,
after-sales service) for product quality.

3. Forever touch iron remover passed the identification of the Ministry of Coal in 1994, the permanent magnet
care core provides eight years of quality guarantee; the electromagnetic iron remover wen the fitle of provin-
cial exceflent product in 1998, and the electric core provided three-year quality guarantee.

Selection Principle

If the user demanding for miscellaneous iron remove all rate, more, more like a sphere in the miscelianeous
iron manganese steel, grain size is larger.

Thick material Suggestions Can choose super iron remove Super model choose ordinary iron remover,
namely large level or choose two levels,

Multistage in addition to iron, the general should be not less than two levels of iron, Should as far as possible
make levels after iron removal ability is higher than before.

Belt conveyor 1400 mm below the appropriate chooses CYD series of permanent magnet dump iron remaow-
A

more than 1600 mm belt conveyor is recommended.

As far as possible, using electromagnetic disk or electromagnetic dump iron remover.

Power capacity restriction, appropriate chooses permanent magnetic iran remover.

Using the environment dust serious of place choose closed structure of the iron remover ron remover is
installed in the middle of the belt conveyor, to improve the effect of iron removal, can be added under the tape
WCG series tic roller Our provides iron remover is universal. Such as special use, the envi-
ronment, the company will make a special design for the user Note: this manual is to provide various series
product appearance size, parameters for the use of model reference only and are subject to change without
Notice

Ordering Instructions

Equipment name, specifications, quantity and special requirements.
Delivery time, place, receiving unit, shipping method (railway. highway) requirements,

User's ransmission broadband, belt speed, Angle, thi material properties, grain size, humidity, impu-
rity iron particle size, properties Environmental P humidity, dust, i ion position and space
size.

Feed Pipe Diameter D mm Total Length L mm Total Width W mm Total Height H mm

RAP-30 ~70 | With model 318.5

375 481

RAP-100~120 ‘ With model 387.5

385 582

RAP-200~250 With model 537.5

565 970

Import and export sizes and specifications can be customized according to customer requirements.
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DLS Window Metal Detector

It adopts a split structure and is easy to install.

Product tracking function: It can automatically adjust the internal adjustment according to the
change of product effect.
Special design scheme can effectively eliminate the interference caused by electromagnetic and
ground vibration.
Product effect compensation function: automatic learning compression for product effects.
Product tracking function: It can automatically adjust the internal adjustment according to the
change of product effect.
Communication port: RS232, RS485, Ethernet connection mode can be selected.
Detecting material temperature range: -20-80 ° C, temperature above this range can be selected for
special high temperature options.

Schematic Diagram
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Regular Specifications

Maodel Parameter Detection accuracy

uLs GH GH L Al Al Al A MLL i

| DLS500/300/100 500 | 300 | 100 330 700 300 | | 220 200 500 1,1

| DLS600/400/150 | 600 | 400 | 150 | 380 800 500 _ | 420 200 800 18

| DLS700/500/200 700 | 500 | 200 | 430 900 500 | _ | 420 | 300 | 900 | 23

| DLS800/600/300 800 | 600 | 300 | 530 1000 600 175 | 520 360 1200 39

| DLS840/600/350 840 600 | 350 580 1040 650 | | 190 | 570 320 1350 42

| DLSS940/700/400 940 . 700 | 400 630 1140 650 | 190 | 570 420 1450 5.0

| DLS 1040/800/450 1040  BOO | 400 630 1240 650 | 190 | 570 520 1450 5,2

| DLS1140/900/500 1140 900 | 450 680 1340 700 | 310 | 620 620 1600 6,3

|DLS1240/1000/600 1240 | 1000 500 | 730 1440 700 | 310 | 620 680 1700 7.7

|DLS1460/1200/700 1440 | 1200 600 830 1640 750 | 135 400 | 670 880 1950 95

|DLS1S80/1300/800 1560 1300 700 930 1760 800 | 150 450 | 720 940 2200 122

|DLS1680/1400/900 1680 1400 900 1130 1880 900 160 500 | 820 1000 2700 M14

DLSlBBOflmﬁflom 1880 1600 | 1000 1260 2080 900 | 160 500 | 820 1160 2900 M20
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CTZ Type Midfield Strong Semi-magnetic Roller CGT Super Strong Magnetic Roller

- . : i . CGT type super full magnetic roller is mainly used to remove ferromagnetic impurities in powder,
CTZ type medium-field strong semi-magnetic drum (CTZ type medium-field strong magnetic drum flake and granular raw materials. It is widely used in ceramics, electric power, mining, plastics,

structure is equivalent to RCT type parameter), which is mostly used for purifying powder, granular  chemicals, rubber, pharmaceutical, food, envirenmental protection, pigments, dyes. , electronics,
and small block materials, or recycling iron. It provides reliable protection against damage and wear  metallurgical and other industries.

of crushers, grinders and presses. It is easy to install, strong in suction, no energy consumption,
continuous operation and simple operation. According to the standard design of TD-75 belt convey- The CGT Super Full Magnetic Roller can be mounted on the motor of the conveyer ta form a mag-

or, it can meet the requirements of users for high field strength and large depth iron removal. Widely nqic separator with the conveyor. When the iran-containing material passes, it s atiracted by the
used in metallurgy, ceramics, abrasives, abrasives, silicon carbide, non-metallic minerals, refractory  magnetic roller, and the iron is scraped off by an extemal force such as a scraper to separate the

materials, mining, food, chemical, glass, building materials and other industries, mixed iron from the material to ensure the integrity of the device and the safety of the product.

Protection Level

Characteristics
No energy consumption, no pollution, simple structure, easy to use, more thorough iron removal,

Schematic Diagram : s ; b :
the effect is more significant. This product uses rare earth alloy ferrosilicon as the magnetic source

————u and is made by special manufacturing methods. Strong magnetic force, long service life, specifica-

tions and styles can be customized according to customer requirements and site conditions. It is

HE H= }(‘_E\ suitable for occasions where the iron removal requirements are stricter and the iron removal amount
is larger.

Schematic Diagram e 8

-

A -

Regular Specifications //\ "
* rromagnetic
material

Highest Cylinder  Tusbsa Longih  Powdsclion  weighy
L mm

Eﬂ:’ Diameter A!‘d.lﬂ( Bandwidth 7[\!!19 Lngth Enluct Remeaval kg
X pm mm mm 3 -~ ‘owecler T/
Srnnh 5 oot Regular Specifications
[ardEriliy m 00 00 1520 8000 s 10 un T8 1010 MO S0 535 14 X
s 0 o ok ey 1 15 o | oo lasims] % | 658 Roller Outer Diameter. Surface Maximum Magnetic
- ! ! b ! + Remarks
crzayw a o0 wo 1500400 2 L 0 mm Field Strength Gs
T 850 1350 1§
::::: :: : : ::::: | 3% B | s e 050 13000
H 20 il 1000 1350 0&0 13w0
CTZ- 4065 a0 50 1500~ 2000 | a8 30 150 | 1 -
156 0 ) = 1500~ 4000 as 40 40 [lo00 1600 135 60 B4 18 0100 | 14000
CTE-8185 &0 0 1500 a0 1 45 50 W o oM 0150 | 15000
crr-aam a0 oo 15604000 " 55 an s Other specifications
STt o > o mex B £ R such as the length of
CTZ-G3vi 3 00 1560~ 8000 | & O | |
iz s m 1500-2000 u 100 0 200 0160 15000 the drum can be
CTZ63100 630 1100 s 15008000 1 120 1200 il el =l customize according
CTZ-80/100 a0 1600 it 1500~ 8000 15 140 1300 1508 N5 10 uy on
CTZ-100/120 1000 pr.u] 1400 15002000 F 180 1580 1750 ﬂN. 55 | 130 !”. * { - ~ to CUStomer
A0 1250 140 100 | 1500~ 8000 | = | 50 | o a0 ms am | 10 | @ 0220 16000 requirements.
0380 _ 16000
Import and export sizes and specifications can be customized according to customer requirements. 0500 16000
0600 _ 16000
0800 16000
01000 16000
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RCDB Type Self-cooling Disc Type Electromagnetic Iron Remover

The RCDB self-cooling disc type electromagnetic iron remover is equivalent to the PDC series disc
type electromagnetic iron remover and the RCDY series electromagnetic iron remover. It is a
de-ironing device for removing iron in powdery or bulk non-magnetic materials. The interior is made
of electric resin-specific resin, self-cooling and fully sealed structure, featuring large magnetic
permeability, strong suction, dustproof, rainproof and corrosion resistant, and can still operate
reliably in extremely harsh environments. The equipment of the walking device can be selected by
the customer.The RCDB self-cooling disc type electromagnetic iron remover is equivalent to the
PDC series disc type electromagnetic iron remover and the RCDY series electromagnetic iron
remover. It is a de-ironing device for removing iron in powdery or bulk non-magnetic materials. The
interior is made of electric resin-specific resin, self-cooling and fully sealed structure, featuring large
magnetic permeability, strong suction, dustproof, rainproof and corrosion resistant, and can still
operate reliably in extremely harsh environments. The equipment of the walking device can be
selected by the customer.

Mateclal

1900

Adspt Belt Wit Suspension Height * Strength OF The Thickiiess s i

mim i Mugrtic Field bt i ‘@ 2

300 75 0 50 04 15 210 50

40 wa n . O T e w2

0 13 n N @ | w | as

w [ n e CH = w0 [ ow

550 20 | i3 I £ | S0 L # | as

00 250 | [ w0 | % | 050 | 3w | 3%

1000 00 ) | om0 | 5 | 1520 no | 30

1200 350 1 m | 300 ! L] hcica S

L I L — ] I AW I El | i | WS} s
peps e | L'z —. ] o | W | LR B | 0 | =4
RCDB-18 1800 500 i 50 18 6300 530 610

0

780
220
1000
1400
165
1800

Note: 1. RCDB-3-RCDB-8 model, no fin fin type heat sink is required on the main body casing.
The RCDB-10 ~ RCDB-18 models feature a wave fin heat sink for increased heat dissipation.

2. Each model of this series has the design of T1, T2 and T3 products which are higher than the
national standard. The magnetic field strength of the rated lifting height is 90mT, 120mT and 150mT

respectively.
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Recyd Permanent Magnet Self-unloading Iron Remover

RCYD series permanent magnet belt type iron remover is composed of high-performance perma-
nent magnet core, discarding iron belt, geared motor, gantry, roller (seamless tube processed into
waist-shaped belt anti-belt deviation), etc., and is matched with various conveyors. use. Used to
automatically remove 0.1-35kg of ferromagnetic material from non-magnetic materials, The internal

magnetic circuit adopts computer simulation design and perfect double magnetic pole structure to
ensure the long-term operation of the whole machine in a harsh environment without trouble. it can

Iron Removal Installation Method

Iron Removal Head Installation Diagram

be used for the improvement and purification of raw material grades, as well as for the recovery of

magnetic substances.

RCYD-B 5

RCYD-8

RCYD-10

RCYD-12

RCYD-14

RCYD-16

RCYD-18

RCYD-20

Import and export sizes and spec

T
12
T3

T
T2
T3

andwidth  Bated Liteing Helght b Magnete Feid
mm Swength mT

200 90
200 120
00 160
50 L]
50 a0
250 120
%0 150
00 70
300 20
300 120
300 160
50 70
350 a0
350 120
50 150
00 | 70
a00 | a0
a0 | 120
400 150
aso b
450 0
450 | 120
450 | 160
500 70
500 a0
500 120
500 160
550 ]
550 | %0
650 120
550 150

Thermal Current And Temperature Rise Of Electromagnetic Iron Remover

After the electromagnetic separator is used for a period of time under the rated energization dura-
tion TD, the internal temperature rise of the electrormagnetic separator will gradually increase due to
the heating of the coil resistor, and the temperature rise will be saturated in about one shift (8-10
hours). At this time, the coil resistance increases as the temperature rises. When the temperature
rise reaches saturation, the coil resistance no longer increases, and its resistance value is called a

Matdr Pawsr
low

hot resistance, and the corresponding current is called a hot rated current. The operating current of
the electromagnetic separator should be greater than or equal to its hot rated current. Otherwise,
you should suspend use and find the cause,

Dimenmons mm

1030 | 1200 | 88 1300
w0 1200 B8 120
ww 1 B8 1750

1230 1386 1088 1400
1230 136 | 1058 1930
1230 1386 | 1088 2180
1230 136 1088
1485 1660 | 1335 n;
1486 | 1660 | 1335 2350
1485 | 1660 | 1335 3700
1485 1660 1335 3640
1662 2000 | 1515 2650
1662 | 2000 | 1515 3250
1662 | 2000 | 1515 4100

1662 2000 1515 5150
1909 1800 1755 3860
1909 1800 | 1755 4800
1909 | 1800 1755 5600

1909 1800 | 1755 7450
1961 2390 1835 4390
1961 2350 1825 | 6200
1961 | 2390 | 1825 7750
1561 2390 1825 #7190
275 2600 | 2025 5830
275 2600 W25 600
175 | 2600 | 7025 10850
2175 2600 | 2025 14400
2223 840 n®m | W
2423 7BAD | 2229 11500
2423 840 | 2209 | 14270
2423 2840 2229 19260

ifications can be customized according to customer requirements.
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Rct Full Magnetic Cylinder

The RCT type full magnetic roller is equivalent to the RCTG series, also known as a magnetic
pulley or a dry bulk magnetic separator. The interior uses a high-performance magnetic ma-
terial to form a strong magnetic system, which has the characteristics of high magnetic field
strength, large depth, simple structure, convenient use, no maintenance, no power con-
sumption, and low demagnetization rate. Can be used in cement, magnetic separation,
mining, steel, chemical, refractory materials, waste treatment and other industries. It can be
used in combination with TD-75 and AD-80 universal fixed belt conveyors instead of the
driving wheel. It can also be matched with special belt conveyors.

Schematic Diagram

Regular Specifications

> . & Thicl
Tube Table Migh Magnetic Bt Speed = Materists Thickness Weight kg

Fald Intensity Gs 2

RCT-32740 15008000 40 150 728 4 320 500 962 w0 | 45 | 485 14
RCTRR 1500 ~£000 ) 18 | s 500 2 | w0 | g | 55 | s | s 14
RCT4050 15008000 a0 50 850 500 W0 B0 | 109 | US| S5 | 6 16
RCT-50/50 | 1500--E000 100 370 B0 500 00: | eoo. | 309 us 55 60 16
RCT-32/65 | 15008000 45 o 05 910 650 320 | 750 | 1280 135 | &5 &9 18
RCT-40/65 1500--8000 100 405 1000 650 400 750 1260 | 135 | &5 | & &
RCTS0S 15008000 130 520 1000 650 s0 | 7e0 | 120 | 15 | 70| % 20
RCT-S0/8D 15008000 | 100 [ 610 | as0d 800 50 | 950 | 58 | 15 | 70| 0
RCT-65/80 15008000 [ 130 [ 720 | 1300 80O 650 950 1661 175 0 76 mn
RCT-B0/80 | 15005000 150 980 1300 800 800 | 950 1661 175 30 9 24
RCT-65/100 15008000 130 710 1300 1000 650 | 1% | 161 | 175 | 90 97 24
RCT-E0100 15008000 mw 1200 1500 1000 ®o | 150 | 14 | 215 | gp | 97 2
TS0 15005000 100 1500 1750 1200 60 | 00 | 295 | as | 10| w9 | ®@
RCT-100/120 15008000 200 1850 1750 1200 w00 | 1400 | 270 | 25 | 10 | u9 32
RCT-100/140 1500--8000 230 2160 2000 1400 1000 1600 2445 =5 :m: 119 =
RCT-LZ5A60 1500-E000 | 260 2800 | ns 1600 1250 | 1800 2500 w5 | 120 1 32

Import and export sizes and specifications can be customized according to customer requirements.
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RCDEJ Type Forced Qil Circulation Electromagnetic Iron Remover

RCDEJ type forced oil circulation electromagnetic iron remover is suitable for places with high
requirements for iron removal, such as coal handling ports, large thermal power plants and coal
mines, It is used to hang above the large conveyor belt, which can effectively remove fine iron parts
such as detonator gun wire in coal. It plays an important role in removing iron and improving materi-
al quality. It can be used in harsh environments with dust, moisture and salt spray corrosion. run.

q
n I @ es | 02 | 10030 2600
RCDER10 T2 1000 300 120 a5 a2s | 1700213001350 2900
n | | S 5 025 | isonspazeo | %0
T1 K 9 0 ! 1750x1350%1250 200
RCDER12 T2 1200 350 o 7] 02 1T Esix12e0 3500
T3 130 n 05 200016001380 5400
| n | s« 14 0z | Do | 300
RCDEN14 T2 1200 400 120 n 0 | 2000 16001420 5500
) | | J ) 025 | n0desoasso | jaen
L | %0 18 0.25 2000 16001420 5400
L3 | 1 ] 025 | 2andsioaase
T3 150 £ a2s Z3S0x19500 1480
RCDEK16 i I 40 175 =2 a7 | meicassa
T 200 70 075 | BSTOxZIT0X1600
1 | 22 & 11| smcueaso
LI I 250 10 2155 | 25721701720
n | e ?é 07s | msonssodso
12 12 | EFl 073 | 235001950x1480
n | | a0 | o | Mencoeasio
RCDEN18 T4 1800 500 175 56 075 ! 260072001600
L] 00 75 075 | Jesnrsonss
L) 5 0 11 2700230001700
n | | 3% 17 2055 | 502350720
Lt 30 30 a5 | 24000 2000%T 480
o o S ors | 2swinoason
T3 150 4l a7s | 7660MZI60N1500
RCDEL-20 T | 2000 550 175 0 24055 | 2IShaISONIEN | 21600
5 200 a3 IASE | GRNAI0N16S0 2500
LI 25 104 2055 | MG 23900
7 | 0 135 2055 | 29002S00x1750 25600
n | [ s 19 075 | e0cnedSto | 10500
i 170 42 073 | IEEDNZIGONISID 12800
n | 150 15 075 | 800S00S0 | 13500
RCOES- 22 T4 200 &00 17 | 100 | 0SS | 293TMISIONISS0 24200
At | 00 1w [ 2055 | 050a5S0des0 | 26500
TG 225 ! 153 | B0S5 | M00EINIT0 | 7750
™ 250 1% 2055 3050w 265001 760 29400

Import and export sizes and specifications can be customized according to customer requirements.

RCDE Oil-cooled Electromagnetic Iron Remover

RCDE oil-cocled electromagnetic iron remover, intemal internal and external oil circulation heat
pipe design and internal excitation, coil unigue winding technology, fully sealed structure, magnetic,
dustproof, rainproof, corrosion resistant, continuous working Longevity and other characteristics,

neoean | ir] 1000 0 1 I 135 £ 1m ) as 0%
I i) 0 85 18 i i e

n m 0o 1800 1m i 0

WDE L ] e w0 am [ o0 L b 48 ath
| i 0 i) 150 1w L e

n w | wn | ame | 14 [ @i

[ i} e 00 no | a0 e | 1850 B 43 B
I ™ 10 50 75 a0 150 T

n m 180 1540 180 1H0 W

WoE i) e 50 1 20 1939 1em ) a8 [
il 150 s o | 1600 sk sk

n @ 180 a8 | 1 1440 000

morn i} = w0 17 ) F. | 1550 50 a3 {E]
[ ™ 150 ) 2050 10 ] siB0

n @ a0 0 7im M0 o]

CnE 0 = 2000 550 1 12a o2 i a0 45 i
[ i 150 ) oy m s sa000

n W | mo M| _w e L5340

ncoE i) E ) T ] L - “imin e as =
™ i) a0 s a0 i w80

Import and export sizes and specifications can be customized according to customer requirements.



Rcyb Permanent Magnet Manual Iron Remover

RCYB series suspended permanent magnet iron remover uses high coercivity and high remanence
"NdFeB" material to form magnetic system. It has maintenance-free, strong magnetic force, long
service life, 5 easy installation, light weight, easy to use and run. Reliable and other advantages,
suitable for the removal of iron in non-magnetic materials on belt conveyors, vibrating conveyors,
electromagnetic vibrating feeders, and chute chutes. Remove 0.1-35kg of ferromagnetic material,
the internal permanent magnet magnetic system has a service life of more than 10 years. The tech-
nical indicators of this product are in line with JB/T 8711-2006 standard.

When there is more ferromagnetic material adsorbed at the bottom of the iron remover, it is manual-
ly removed with a non-magnetic scraper or gloves, which is suitable for continuous work and less
iron.

Schematic Diagram

Dimensions-mm
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Bandwidth  Rated Lifting Helght Magnetic Field Strength  Materjal Thickness  Adaptation Weight kg . H
mim b mim smm Spead < my/s

RCYB-4 a0 125 | 70 &0 105 400 300 220
ACYB-41 400 75 | 70 30 65 | 40D 250 | 1s0
RCYB-5 500 150 | 70 20 198 500 350 260
RCYE-5-1 500 100 70 50 96 500 280 180
RCYE-6 60D | 175 | 70 120 295 . BOD 450 280
RCYB6-1 600 130 [ 7 60 158 600 360 180
RCYB-6.5 650 200 | 70 150 45 380 650 600 300
_RCYB6S1 650 175 | 70 100 30 650 600 110
RCYB-8 800 | 250 70 200 550 . 900  B00 | 30
RCYB-8-1 800 200 70 150 420 800 500 310
RCYB10 1000 | 200 ! i ! 20 1180 | 1100 1000 380
RCYB-10-1 1000 250 [ 70 00 510 | 1000 o9sp 160
RCYB-12 1200 350 70 300 1670 1300 1300 420
RCYB-14 1400 | 400 70 350 210 1500 1500 420
RCYB-16 1600 450 70 400 2850 1750 1750 460

Import and export sizes and specifications can be customized according to customer requirements.
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RCDA Type Air-cooled Electromagnetic Iron Remover

RCDA air-cooled electromagnetic iron remover is suitable for use in open air or various light dust
environments. The coil is specially treated, anti-oxidation, anti-corrasion, good insulation perfor-
mance; large heat dissipation area, stable temperature rise and good air-cooling effect.

The RCDA-T super air-cooled electromagnetic iron remover has a unique internal magnetic circuit
design, deep magnetic permeability, large suction force, and the suction force is much larger than
the national standard iron remover. The axial flow fan is forced to be air-cooled, and the air volume
is large, so that the iron remaver has fast heat dissipation and low temperature rise, and the iron
remover has no trouble and long-term work.
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MWS5 Lifting Electromagnet

The MW lifting electromagnet adopts a fully sealed structure, which has good dustproof and mois-
tureproof performance. The excitation coil is processed by a special process, and the heat resis-
tance grade of the insulation material reaches ¢ grade, which improves the electrical and mechani-
cal properties of the coil and prolongs the service life. Easy to install and maintain, reliable opera-
tion. Itis suitable for the lifting of steel and other magnetic materials in the industries of metallurgy,
mining, machinery manufacturing, fransportation and other industries.

Selection

1.When the temperature of the sucking material is lower than 100 °C, please use the normal tem-
perature type. When the temperature exceeds 100 °C, please use the high temperature type.

2. Normal temperature, rated voltage DC-220V, power supply continuation rate TD-60% power
supply continuous rate exceeds 60%, please use high frequency type.

3.When sipping materials in the water, please use the diving type (dive depth <100m). The parame-
ters of the submersible electromagnet are the same as those of the normal temperature type.

4. ambient temperature: normal temperature type -5 ° C ~ 40 ° C, high temperature type -5° C ~ 50
“ C. The alfitude does not exceed 2000m.

5. Equipment matching: When using a single unit, select the rectification control equipment and aux-
iliary equipment according to the power consumption (current); when multiple units are used togeth-
| er, select the power consumption (current) of the combined number.

MWS-31003 MWS-1200/1 MWS: 15001 MOWS- 240471

A ™ 0 %0 wo | 1200 1300 1500 1650 1800 00 20

Dimensions (1 850 0 1090 ne | 1100 1260 1250 1590 1490 T ]

< men 180 10 20 m 220 %0 30 0 m 40 40

) 0 % 15 L 150 175 W0 230 2 0 0

e 30 0 w0 % | s © ] ] 7 B %

Seif weight kg 0 ] 810 o | 1700 200 20 300 400 70 w000

Cold current A 150 1 %6 x| 485 = 72 7 1024 13 154

Power consumption i 33 39 586 | 10 19 156 156 25 F T

Steel bal 200 3000 4500 6500 7500 | B0 | ooy | %0 | 100 | 21000 | 2600
Uting  Castironingat | % 30/200 8012% £00/400 1000/800 | 13007000 | 140071100 15000500 | 23001800 | 27S0/2100 | 3500/3800 | 4800/3800
capacty | Cutbing head 300/200 407250 600400 1000800 | 130071000 | 1400/1100  1S007S0D | 230071800 | 275/2100 | 3500/2800 | 350072890
| | Castivon chip 1207100 1507130 2501200 5000 £00/300 7000600 | 1100/500 | 1300/1100 | 1600/I3S) | 2300/1850 | 23502300

Cable connector oLz oL-202
Equipment Cable connector TTALDO-10-2 I TA00-15-2

- Rectiier control cabinet STML dEC STQUIEC | STQL9EC ST 1EC STOL 326-C | STQL 38E-C

STQL TEC

STQL- MEC STQL 19EC  STQL 19€C | STQL- 25E-C
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Easy To Clean The Hump Tron Remover

The device can effectively remove the iron impurities mixed in the wind conveying pipeline or the
free falling material, and the two magnetic plates are respectively arranged on both sides of the
V-shaped chute.

Ensure that the surface of the magnetic plate and the material are in full contact to enhance the iron
removal effect.

Regular Specifications

1.Compact structure saves installation space

2.Can be applied to various wind power transmission lines
3.No consumables are maintenance free

4 Easy to remove iron

Optional

The material of the box can be carbon steel or stainless steel
A variety of field strength and temperature magnetic poles
are available

Configurable inspection window to observe the adsorption of
iron on the surface of the magnetic plate

Regular Specifications

Import and Export Pipe Size(mm) Processing Capacity(m3/h)
PTERPNQOS ®400X200 50
PTERPNOS ®6e00X200 90
PTERPNOS ®800X200 140

Import and export sizes and specifications can be customized according to customer requirements.
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RCDE Oil-cooled Electromagnetic Iron Remover

This equipment is mainly used for the iron removal of cement, water slag and other powdery and
small granular materials. it can automatically recover iron impurities and turn waste into treasure.
The machine has stable performance, high iron removal rate, convenient use, high-performance
wear-resistant ceramics, does not affect the magnetic field, and the wear life is guaranteed for more
than 5 years. It is a new generation of energy-saving and efficient iron removal equipment. Products
are widely used in cement, ceramics, building materials, chemicals, food, glass, metallurgy, steel,
electricity and other industries.

Characteristics

m Material temperature: <125°C (can be replaced with high temperature resistant magnet when it
exceeds this temperature)

m Pipe inclination: 55~-60 (optimum installation angle)

m Pipeline negative pressure: 2-50Pa

m Ambient temperature: <45°C

® Use place: indoor (for outdoor use with rain protection facilities)

m Best installation location: bucket elevator lower exit

Regular Specifications

Optimal Throughput Maximum Throughput

fHlosiel Th T/h

Iran Particle Size mm Mator Power kw

RCYA2 type. Oblique pipe type permanent magnet breaker

L o

BEYAZ bype

RCDE oil-cooled electromagnetic iron remover

RCYA1 type. Oblique pipe type permanent magnet breaker

ROYAL type

Weight kg

Long Form Factor Connection Size mm

mm LeWxH

Axh

RCYG-30 30 50 037 160 950x400x%850

| RCYG-s0 | 50 | 80 037 280 10004506900

| RCYG-100 | 100 | 150 037 430 1100x510x970

| RCYG-150 | 150 [ 200 <6 055 510 | 1250x610x1070

' ' 200 300 <100Adjustabl ' 055 620 | 1400x740x1380
300 [ 500 © s120Adjustable | 0ss 890 | 1500x840x1470
400 200 justable 075 1270
500 | 1000 fjustable ' 075 1560 | 1800x950x1780
600 | 1200 | <160Adjustable | 15 2150 | 2000x1240x1910 1100x900
700 1400 <160Adjustable 15 2340 | 2000x1340x2010 1200x1000
800 I 1600 | <180Adjustable | 15 2610 | 2100x1440%2110 | 1300%1100
900 [ 1800 | <180Adjustable . 15 2800 | 2200x1540x2210  1400x1200
1000 2000 <180Adjustable 15 3290 2400x1640x2310 1500x1300
1500 2200 | $200Adjustable 1! 22 4000 | 2500x1740x2410  1600x1400
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Magnetic Grate

Magnetic filter holder (Magnetic Grate) is mainly used to remove ferromagnetic impurities in pow-
dery, granular raw materials and liquids or slurries. It is widely used in ceramics, electric power,
mining, plastics, chemicals, rubber, pharmaceuticals, food, environmental protection, pigments. ,
dyes, electronics, metallurgy and other industries. Can accept any size Gs custom, there are ordi-

nary magnetic and easy to clean magnetic Grate respectively.

Square Magnetic Grate

,_

Regular Specifications
100*100 : & 2
2 80 3
150150 . 40 3,
2 80 5
1: 40 4
2000200 - = —
2 8 iz
1 40 5
250*250 5 oy 3
260*300 1 40 S0mm 40mm 6
2 80 i
350*350 1 40 Y
2 80 13
1 40 8
400%400 —
2 80 15
450*450 1 > 2
2 30 17
500*500 ! a0 10
2 &0 19

&



CTS Type Wet Process Downstream Magnetic Separator CTN Type Wet Full Countercurrent Magnetic Separator

The CTS type wet-process downstream magnetic separator is used for separating fine-grained |t is suitable for the separation of fine-grained ferromagnetic substances mixed in the chemical
ferromagnetic substances mixed in the chemical industry. The magnetic powder as a flocculation industry. The magnetic powder as a flocculation medium added as the process is separated from
medium added as the process is separated from the liquid, and the recycled magnetic powder is the liquid, and the recycled magnetic powder is recovered. It is especially suitable for liquid sepa-
recovered. It is especially suitable for liquid separation treatment with high flow rate, high concentra- ration treatment with high flow rate, high concentration and high magnetic content. This machine
tion and high magnetic content. This machine can work continuously and automatically, with high ©an work continuously and automatically, with high processing capacity.

processing capacity. Schematic Diagram

Cylinder size Tube surface magnetic Processing capacity Total
Bore diameter = g i Highest R weight
Madel weepng s Dry ore Amount of powerkw speed o9
xTube length  the average magnetic T/h ulp m3/h e of the
mm induction RHP machin
C1s-44 | 400x400 10004500 2000 7000 1-2 | 3 | A% 45 350
CTS-46 400x600  1000-4500 20007000 1-3 | 5 | A% 45 600
CTS-66 600x600 10004500  2000-7000 5+10; ] 46 [ 11 40 705
CTs-69 | 600x900 10004500 2000 -~7000 8-15 24 11 40 830
CTs-612  600x1200  1000-4500 2000 -~7000 10-20 32 22 40  9%0
CTS-618 600x1800  1000-4500 2000 -~7000 15-30 48 = 22 40 1340 |
CTs-712  750x1200  1000-4500  2000-7000  15-30 48 3 35 1500 |
CTS-718 ~ 750x1800 10004500 20007000 20-45 72 3 35 2100 |
CTs-918 ~ 900x1800  1000-4500 2000 ~7000 @ 25-55 90 4 28 2900
C7S-924  900x2400  1000-4500  2000-7000 35-70 110 4 28 3500
CTS-1018 ~ 1050x1800  1000-4500 2000 -~7000 40-75 120 55 = 22 4000
CTS-1021 = 1050x2100  1000-4500  2000-~7000 45-88 140 55 = 22 4500
CTS-1024  1050x2400 10004500 20007000 52-100 160 55 22 5000 |
CTS-1030  1050x3000  1000-~4500 20007000 65-125 200 75 22 6200
CTs-1218  1200x1800 10004500 2000-7000 4790 140 55 19 5800
CTS-1224  1200x2400 10004500 2000-7000 82-120 192 75 19 6200
CTS-1230  1200x3000 1000 -4500 2000-7000 80-150 240 75 19 7200
CTS-1530  1500x3000  1000-4500 20007000 90-170 270 11 14 8100
CTS-1540 1500x4000 1000 -4500 2000-7000 115-220 350 11 14 9300 |

@




OTHERS

RCDD self-cooling self-unloading electromagnetic iron remover

£,
LpS-

RCDC type air-cooled self-unloading electromagnetic
iron remover
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Drum Separation
Plate magnetic separator

CTZS type suction magnetic separator is a special equipment developed by our company for typical
GTC wet plate magnetic separator is mainly used for the mining of weak magnetic minerals with a industries such as domestic waste classification, industrial waste classification, scrap crushing clas-
sification, etc. It is used to automatically absorb ferromagnetic substances from moving materials.
With the conveyor belt or other feeding equipment, the ferromagnetic metal can be separated online

particle size of Smm or less and the removal of iron from non-metallic minerals, such as: mica
powder, quartz sand, potassium feldspar, nepheline, fluorite, sillimanite , spodumene, kaolin, man- : : 3 : ; -
. _ 2 ) = b ., and reproduced in real time. Its powerful processing capacity and environmental adaptability make

ganese ore, weak magnetite, pyrrhotite, calcined ore, iimenite, hematite, limonite, siderite, ilmenite, | ) ) .

= : : : it widely used even in harsh environments.
chromite, wolframite, Antimony ore, red mud, etc. It can also be used for iron removal of coal,
non-metallic minerals, building materials and other materials. The flat type high gradient magnetic Features
separator mainly consists of a support, a plate type magnetic separation system, a feed mixing

The CTZS upper suction magnetic separator has a unigue magnetic circuit design, which can have
system, a water source system, an unloading system, a regulating system and the like.

a too deep alcohol depth and a high surface magnetic field. It adopts a top suction type to effectively
penetrate the thick material layer and effectively absorb large iron and Strong magnetic iron. .

Advantages

The large-angle magnetic system design adopts a star-shaped paddle on the main body of the
device to realize automatic online reloading or real-time unloading of iron. +

The rolling surface is double-layered, the main layer is thickened to prevent impact, and the layer is
protected against wear. The installation and disassembly of the ply is convenient, the operation is
simple and convenient, and it is easy to replace. It does not need to be retumed to the factory for
professional maintenance, and saves labor and money. .

It is installed along the belt conveyor and can be matched with any angled belt and other feeding
devices. The optional control section can be interlocked with the belt conveyor for both local manual
control and centralized control.

Regular specifications

Model GTC Magnetic Separation Area Size Processing Capacity Feed Concentration Highest Magnetic Field Strength Sorting Granularity Power
520 | 500*2000mm _ 1t/h | 20%25% | 9000-15000gs | <2mm | Llkw
620 | 600*2000mm _ 15 t/h | w%5% | 9000-15000gs _ <2mm | 15kw
820 800*2000mm _ 3t/h 0%-25% | 9000-15000gs _ <2mm 2.2kw
1020 | 1000+2000mm | at/h | 0%s% | 9000-15000gs | <2mm | 30kw
1220 1200°2000mm 5t/h 20%-25% 9000-15000gs <2mm 4.0kw
1520 | 1500*2000mm : 7t/h ' 20%-25% | 9000-15000gs ' <2mm | 55kw
1820 | 1800*2000mm | 10 t/h | 20%25% | 9000-15000gs | <2mm | 5.5kw
2025 | 2000*2500mm _ 15t/h | 20%-25% 9000-15000gs <2mm 7.5kw

2530 2500*3000mm 20t/h _ 20%-25% | 9000-15000gs : <2mm | 75kw




Automatic Easy To Clean The Hump Iron Remover

The device can effectively remove the iron impurities mixed in the wind conveying pipeline or the
free falling material, and the two magnetic plates are respectively arranged on both sides of the
V-shaped chute.

Ensure that the surface of the magnetic plate and the material are in full contact to enhance the iron
removal effect.

Features and Advantages

1.0Overall surface stainless steel structure

2. Automatic unloading does not require manual participation

3.Easy to operate and easy to maintain

4 Independently arranged unloading port to avoid secondary pollution caused by miscellaneous iron

Applicable Materials

Production line of feed, peanut, glass fiber, plastic, rubber and other materials

Regular Specifications
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Model Import and Export Pipe Size ( mm) Processing Capacity(m3/h)
- PTAERPNOR150 | 150 | 30
PTAERPNOR200 ®200 | 75
| PTAERPNOR250 | ®250 | 100 |
| PTAERPNOR300 | ®300 | 150 |

Import and export sizes and specifications can be customized according to customer requirements.
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YTS type cylindrical sieve GZ electromagnetic vibration feeder

DZ type motor vibration feeder Suspended iron remover walking device and track
—
73 & O

[I¥-2 - TEhectric double track combined walking DX =1 - 1Ekectric manorail
frame irstallation diagram

SNX-2 « 7 Manual double-track combined walking  STX(-1 - 1Manual manorail
frame installation diagram
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Automatic Easy To Clean Rotating Grille

Compared with the easy-to-clean rotary grille, the manual control device is used to automatically
remove the iron in the bonded or easily blocked material without manual pulling, and the production
line needs to be stopped. The automatic cleaning system sets the automatic iron removal frequency
and interval time based on the iron content.
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Regular Specifications

Easy Flow Material Handling Poor Fluid Handling

SHEs 2quate Baxsus (IM1) Capacity (m3/h) Capacity (m3/h)
GHXAENO250 250 40 22
GHXAEN0350 350 _ 60 _ 30
GHXAENO400 400 | 90 45

Import and export sizes and specifications can be customized according to customer requirements.
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! Iron Remover
WCQ Typ e Non-magnetic RO“Ef Steel rods are available for opening (user self-welding) and sealing

The WCG type non-magnetic idler is a non-magnetic linear parallel idler. It is specially manufactured  Users have special requirements, and the screw buckles cannot be selected according to the
and manufactured by non-magnetic materials. It is installed under the belt at the botiom of the hang-  table. The type of the model should be specified.

ing type iron remover in the belt conveyor. It is used together with the suspended type iron remover.  When using wire rope hoisting equipment, please pay attention to:

When the material passes over the non-magnetic idler, the material is in an evacuated state and is  11e réins can not be set on the wire rope

mixed with the material. The iron impurities in the middle are highlighted from the material, which The U-bolt clamped by the reins must be pulled in from the side of the tail section. Then the clip is

can help the iron remover effectively increase the iron removal rate. snapped from the side of the working section (see illustration)
For each link of the wire rope, the number and spacing of the set of rope clamps are as follows:

- Steed rod

g ™ o Rigging shackle
o il T Wire rope damp o
{ GRIT5976~86)

Anchor chain
| GBS202-86)

Wire rope

Regular Specifications

Dimensiens mm Speral buckle

{ GB&R1-65 )

Adapt Belt Width B
i ' Weightkg

mm G

WCG6 650 (600) 16 850 700 58

WCG-8 800 20 1050 900 89

WCG-10 1000 28 1250 1100 89 ! :
| ]

Wirerope Sling

WCG-12 1200 1450 1300 108

WCG-14 1400 1650 1500

108

Rope Clamp Mominal Size (mm) EHE/ et P Rups
& . s H s v
WCG-18 1600 65 1850 1700 133 (wire ope nominal sraghtd) | OamPe Minimum  Siding Spacing (C)

Import and export sizes and specifications can be customized according to customer requirements.
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Bullet Type Iron Remover

The material enters the cartridge type iron remover chamber and is
dispersed by the internal magnetic core, while the mixed iron is
adsorbed on the surface of the magnetic core, and the material con-
tinues to flow forward after being purified. When the iron remover
door is opened, the iron impurities on the surface of the core can be

o
= removed.
= ; :
m _em
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: o e
o -5 »
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A . . ®
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m A
= Regular Specifications
2 Gapact
dpacy
m Item No. A B E Reey
Ry (t/h)
BMMI00 | 100 550 180 | 220 20 | 6
BM150 | 150 600 230 275 310 20
BM200 | 200 650 280 345 405 50
BM250 | 250 . 750 330 . 430 490 | 75
BM300 | 300 | B50 400 | 485 550 =1 |
~ BM-400 400 950 500 . 620 665 150 ‘
BM-500 | 500 1100 600 . 780 770 . 200 |

Import and export sizes and specifications can be customized according to customer requirements.
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Slurry Cartridge Iron Remover

An easy-to-clean liquid pipeline trap can be connected to the
pipeline to remove iron contaminants from the slurry. When
the slurry flows through the surface of the trap casing, the iron
contaminants are adsorbed on the surface of the casing. After
the magnetic system and the casing are taken out together,
the magnetic system and the casing are separated to achieve
rapid removal of the iron contaminant. purpose. Can be cus-
tomized according to customer's drawing size

MS5159-DN32 | DN32. | @ | 30 80 3
MS159-DN40 | D40 [ o158 | 230 80 046
M5 155-DN50 DN50 | o159 230 80 59
MS215-DNE5 | DNGS | o219 300 100 78
MS29ONED  DNED | ou9 | 30 | 10 | o9
M5213-DN10D | DN100 | @219 | 300 100 ®110
MS273-DN125 DN125 ®273 330 00 | o135
MS273-DN150 DN150 ®273 330 00 | P61
MS325-DN200 DN200 ®325 360 114 | G222
M5377-DN250 DN250 ©377 420 116 | ©276
MS426-DN300 DN300 426 460 us | o3as
MS480-DN350 DN350 | o0 50 | 120 | a@sm
MS630-DN400 | DN40D | 630 | 700 | 135 | 4%

0150
20080100

©200&0100
25080125

30080160

D3IM08D175
(D380ED2Z00
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| @25 |
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Schematic Diagram

FL100D2
FL10003
FL15002
FL15003
FL20002
FL20003
FLI5002
FLES003
FL30002
FL30003

Import and export sizes and specifications can be customized according to customer requiremeants.

Import and export sizes and specifications can be customized according to customer requirements.
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Drawer Type Iron Remover

No energy consumption, no pollution, simple structure, can be
installed in the production pipeline or in the discharge port,
saving space, easy to install, magnetic rods are arranged in an
interlaced manner, and the magnetic spacing is carefully
designed to make the strong magnetic area more fully utilized. .
Pipeline type iron remover has many specifications, and the spe-
cific size can be designed and manufactured according to the
actual situation of the customer.
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Ista Tejarat Arasteh Co.
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